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intimus PL-400 
A3 pouch laminator for office use

A laminator of excellent price-performance ratio 
for office environment combined with user 
friendliness. Equipped with an intuitive control 
panel and a useful exit pouch tray for perfectly 
sleek laminates. The temperature is set 
automatically depending on the selected pouch 
thickness. An LED light indicates when the 
machine is ready for use.

Versatile use
Can be used to laminate a variety of documents 
up to a paper size of DIN A3. Both hot and cold 
laminating is possible. Cold laminating is 
especially useful for temperature sensitive 
documents.

Time-saving
1-min warm-up time and fast laminating speed of
36 sec for a DIN A4 sheet and 50 sec for a DIN
A3 sheet help to save time.

Eco-friendly
Auto shut off after 30 min of no use saves energy 
and money.

Article no. INT-LA-00PL400

Max. paper size
Max. laminating width

DIN A3 
320 mm 

Laminating pouch thickness 80, 100, 125 mic (3 predefined settings)

Max. laminating thickness 0.8 mm 

Thermic rollers 4

Warm up time 1 min

Max. laminating speed 500 mm/min 

Jam recovery Automatic reverse via push button

Cold laminating Yes

Automatic shut off Yes, after 30 min of no use

Temperature setting Automatic

Power consumption 800 W

Weight 2.8 kg 

Dimensions (W x D x H) 470 x 146 x 123 mm 

Power supply 220-240 V, 50 Hz

Colour Matt black

Warm up time 
1 min

A4

320 mm
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intimus Laminating Consumables

Excellent gloss, high transparency, good moisture barrier and chemical resistance 
with laminating pouches by intimus.

Article No. Description Quantity

INT-LA-CON-040075 Laminating pouch A4,  75 mic 100 pcs

INT-LA-CON-040125 Laminating pouch A4,  125 mic 100 pcs

INT-LA-CON-030075 Laminating pouch A3,  75 mic 100 pcs

INT-LA-CON-030125 Laminating pouch A3,  125 mic 100 pcs
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